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4.01: Scope and Purpose 

248 CMR 4.00 governs the Board’s adoption of the ANSI Z223.1-2002 NFPA-54-2002 
National Fuel Gas Code 2002 Edition and NFPA 58 Liquefied Petroleum Gas Code 2001 Edition 
and the modifications which comprise the Massachusetts Fuel and Gas Code. 

4.02: Definitions 


As used in 248 CMR 4.00 through 7.00. 

NFPA-54 . The ANSI Z223.1-2002 NFPA-54-2002 National Fuel Gas Code 2002 Edition. 
NFPA-58 . The NFPA 58 Liquefied Petroleum Gas Code 2001 Edition. 

4,03: Adoption of Relevant Codes and Overview of Modifications 

(1) Adoption of Relevant Codes : The Massachusetts Fuel Gas Code shall be: 

(a) The ANSI Z223.1-2002 NFPA-54-2002 National Fuel Gas Code 2002 Edition as 
modified in 248 CMR 4.00 and 248 CMR 5.00. A copy of ANSI Z223.1-2002 NFPA-54- 
2002 National Fuel Gas Code 2002 Edition may be obtained from any national bookstore 
chain. 

(b) The NFPA 58 Liquefied Petroleum Gas Code 2001 Edition as modified in 248 CMR 
4.00. A copy of NFPA 58 Liquefied Petroleum Gas Code 2001 Edition may be obtained 
from any national bookstore chain. 

(c) 248 CMR 7.00 Massachusetts Code for Gas Utilization Equipment in Large Boilers. 

(2) Overview of Modifications . 

(a) Order of Precedence : 

1. 248 CMR 3.00 through 10.00 shall take precedence when there is a conflict between 
248 CMR 3.00 through 10.00 and the NFPA-54. 

2. 248 CMR 3.00 through 10.00 shall take precedence when there is a conflict between 
248 CMR 3.00 through 10.00 and the NFPA-58. 

3. In the event of a conflict between the 2002 Edition of NFPA-54-ANSI Z223.1 
National Fuel Gas Code as modified in 248 CMR 4.00 and 248 CMR 5.00 and the 2001 
Edition of the NFPA 58 Standard for the Storage and Handling of Liquefied Petroleum 
Gases as modified in 248 CMR 4.00, the 2002 Edition of NFPA-54-ANSI Z223.1 
National Fuel Gas Code with the modifications made in 248 CMR 4.00 and 5.00 shall 
take precedence over the 2001 Edition of the NFPA 58 Standard for the Storage and 
Handling of Liquefied Petroleum Gases with the modifications in 248 CMR 4.00. 

(b) Modifications to NFPA 58 -- NFPA 58-2001 Standard for the Storage and Handling 
of Liquefied Petroleum Gases shall be modified as follows: 

1. Chapters 1,2, and 3 as they apply to the use of Liquefied Petroleum Gas Systems not 
covered inNFPA-54-ANSIZ223.1,2002 have been adopted as the Code governing these 
systems. 

2. Reference to Storage Containers in Chapters 1,2,and 3 are not adopted by the Board 
given that FPR 527 CMR 6.00 governs Storage Containers. 

3. Reference to Engine Fuel Systems and LP-Gas Systems on Vehicles in Chapter 3 are 
not adopted by the Board. 

(c) NFPA-54- ANSI Z223.1 —2002 the National Fuel Gas Code shall be modified as 
follows: 

1. Delete pages i through iv and substitute the following: 

In accordance with the provisions of M.G.L. c. 142, § 13, the. Board makes the 
following rules and regulations relative to the installation of fuel gas piping systems, fuel 
gas utilization equipment, and related accessories throughout the Commonwealth. 
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